
RHINO-LARYNGO VIDEOSCOPE

ENF-V2
Slimmer Design for Gentler Insertion – Expanding the Possibilities with an Ultra-Slim Videoscope



High quality images

130˚ UP/DOWN flexible angulation 
facilitates less invasive insertion and 
effective orientation capability.

Flexibility
A 90˚ wide field of view allows a large 
area to be observed without 
unnecessary angulation.

A Wide FOV

Performance

The ENF-V2 delivers some of the 
brightest, clearest images in a 
videoscope, making observation less 
strenuous, facilitating a detailed image 
for diagnosis.

Observation with Narrow Band Imaging 
(NBI) is available when used with the 
EVIS EXERA II Universal Platform 
or VISERA Pro video system.

NBI

Imaging

UP130˚

DOWN130˚

90˚

3.2 mm

Conventional 
routine fiberscope

 (ENF-P4)

Allows smooth insertion into 
narrow nasal passages and 
throat.

Even thinner than conventional 
routine fiberscopes, this 
scope's slim design helps to 
facilitate insertion while 
enabling clear observation.

3.2 mm diameter

Ultra-Slim

Compatible Video SystemsSpecifications
OLYMPUS ENF TYPE V2

OTV-SI

EVIS EXERA II VISERA / VISERA Pro

Optical system

Field of View 90˚

Directions of view Forward viewing

Depth of field 5 - 50 mm

Insertion tube 

Distal end outer diameter 3.2 mm

Flexible tube outer diameter 3.4 mm

Working length 300 mm

Bending section 

Angulation Range Up 130˚, Down 130˚

Total length 528 mm

NBI Available

A bold, bright picture. A slim, sleek design.
Observation and insertion performance have evolved.
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